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QUESTION 306
An administrator needs to verify that vMotion operations can be performed in a vSphere data center.
What round trip time (RTT) latency is the maximum value that will allow vMotion operations to succeed?
A. 50ms RTT
B. 100ms RTT
C. 150ms RTT
D. 200ms RTT
Answer: B
QUESTION 307
Which two SMTP Notification Event Details are specific to alarms triggered by events? (Choose two.)
A. User Name
B. Summary
C. Old Status
D. Target
Answer: A,B
QUESTION 308
Which two statements about virtual switches in vSphere 6.x virtual networking are true? (Choose two.)
A. Monitors metadata about communications that occur in a network.
B. Creates isolated networks for testing and development.
C. Attaches virtual machines to the physical network.
D. Performs load balancing.
Answer: C,D
QUESTION 309
An administrator has configured an alarm to be notified when a virtual machine meets either of these conditions:
High virtual CPU
High active memory consumption.
The alarm is only triggering when both of the conditions are met.
What can be done to correct the alarm behavior?
A. Edit the alarm and select Trigger if ANY of the following conditions are satisfied.
B. Edit the alarm and select Trigger if ALL of the following conditions are satisfied.
C. Create two separate alarms, one for CPU and one for memory and link them together with ESXCLI.
D. Delete the existing alarm and create a new event based alarm.
Answer: A

QUESTION 310
A company has decided to implement Virtual SAN within their vSphere 6.x environment.
The Virtual SAN cluster will be composed of three ESXi 6.x hosts that are on the Virtual SAN Ready Node list.
Each ESXi host includes:
The company will pilot a Virtual SAN cluster utilizing VMware best practices while
maximizing storage capacity. The Virtual SAN cluster will use Manual Mode.
Which two Disk Group configurations would meet the stated configuration requirements? (Choose two.)
A. 4 disk groups with 1 SSD and 5 MDs each
B. 2 disk groups with 1 SSD and 7 MDs each
C. 2 disk groups with 2 SSDs and 7 MDs each
D. 2 disk groups with 1 SSD and 10 MDs each
Answer: A,B
QUESTION 311
What two files are created when the Take snapshot operation is executed? (Choose two.)
A. .delta.vmdk
B. .nvram
C. .vmsn
D. .lck
Answer: A,C
Explanation: References:
QUESTION 312
VMware vRealize Log Insight can be configured to send notification events to which endpoint?
A. vRealize Infrastructure Navigator
B. vRealize Configuration Manager
C. vRealize Operations Manager
D. vCenter Server
Answer: C
Explanation: References:
QUESTION 313
What are three goals of resource management within a cluster? (Choose three.)
A. To prevent virtual machines from monopolizing resources and to guarantee predictable service rates.
B. To exploit undercommitted resources and overcommit with graceful degradation.
C. To provide solutions to potential problems that you might encounter when using vCenter Server.
D. To control the relative importance of virtual machines and provide flexible dynamic partitioning.
E. To provide additional network administration capabilities.

Answer: A,B,D
QUESTION 314
When modifying a vApp, which two vSphere entities can be added? (Choose two.)
A. A resource pool
B. A network pool
C. A vApp
D. A folder
Answer: A,C
QUESTION 315
An administrator has been tasked with enabling High Availability (HA) on a cluster in a vSphere 6.x environment with
default settings. The cluster configures properly and there are no errors.
The next day when powering on a virtual machine, an error is presented:
Not Enough Failover Resources
Which three scenarios are likely causes of this error message? (Choose three.)
A. The default VM Monitoring Sensitivity is set too high.
B. There are not enough datastore heartbeat datastores configured by default.
C. The default slot size in the cluster is set too high.
D. There are virtual machines with large CPU reservations.
E. A host is in maintenance mode for a replacement of a failed Hard Drive.
Answer: C,D,E
QUESTION 316
How many Link Aggregation Groups (LAGs) can be configured on a vSphere 6.x Distributed Switch?
A. 64
B. 96
C. 128
D. 256
Answer: A
QUESTION 317
Which three connection types are available when configuring a vSwitch in the vSphere Web Client? (Choose three.)
A. VMkernel Network Adapter
B. Physical Network Adapter
C. Virtual Machine Port Group for a Standard Switch
D. vMotion Network Adapter
E. vSAN Network Adapter
Answer: A,B,C

QUESTION 318
Refer to the Exhibit. An administrator has configured a host profile so that ESXi 6.x hosts will point to the corporate
NTP server for time synchronization. The NTP server is located at 10.0.30.213, but time has not been synchronized
properly across the ESXi hosts.

The administrator reviews Host Profile settings as shown in the Exhibit.
Which two steps are required to resolve the issue? (Choose two.)
A. Correct the NTP server IP address.
B. Check the host for host profile compliance.
C. Remediate the host based on the updated host profile.
D. Change the NTP server to the FQDN as IP Addresses are not supported.
Answer: A,C

QUESTION 319
An organization has a number of virtual machines that would benefit from Fault Tolerance.
These include:
A single vCPU Apache Server
A dual vCPU vCenter Server
A quad vCPU SQL Server
An eight vCPU Hadoop Server
Which two virtual machines can be configured to use VMware Fault Tolerance? (Choose two.)

A. Apache Server
B. vCenter Server
C. SQL Server
D. Hadoop Server
Answer: A,C

For More exams visit https://killexams.com

Kill your exam at First Attempt....Guaranteed!

