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QUESTION: 54
An engineer is performing a predictive wireless design for a medical treatment
environment, which requires data and voice services. Which of the following is a
requirement for the design?

A. overlapping -72 dBm coverage from two access points
B. overlapping -67 dBm coverage from two access points
C. continuous -67 dBm coverage from one access point
D. continuous -72 dBm coverage from one access point

Answer: C

QUESTION: 55
As part of a wireless site survey in a hospital, an engineer needs to identify potential
Layer 1 interferers. In which three areas is the engineer most likely expect to find
sources of 2.4 GHz and 5 GHz RF noise? (Choose three.)

A. emergency room
B. magnetic resonance imaging
C. laboratory
D. X-ray radiography
E. Gamma Knife radiation treatment
F. kitchen

Answer: A, C, F

QUESTION: 56
Which two factors influence the density of APs in a data-only WLAN environment?
(Choose two.)

A. the number of clients that will roam through the facility
B. the type of controller chosen
C. the defined coverage area and customer needs
D. the number of APs dedicated to voice services
E. channel reuse and WLAN bandwidth

Answer: A, E

QUESTION: 57
An engineer is assigned to assist a customer by estimating the number of access

points needed to provide voice-grade wireless coverage in a carpeted office space.
How many access points should be estimated to cover this space of roughly 38,000
square feet?

A. 17
B. 10
C. 6
D. 13

Answer: D
Explanation:
The rule of thumb coverage plan is 1 AP per 5,000 square feet for data and 1 per
3,000 square feet for voice and location services.
Reference:
http://www.cisco.com/c/en/us/td/docs/wireless/technology/apdeploy/80/Cisco_Aironet_3700AP.html

QUESTION: 58
A customer has dual-band devices that they want to use 40 MHz channels. If the
customer is using Cisco 3600 Series access points with a 5508 controller. Which
setting assists with this change?

A. Enable band select globally.
B. Enable aggressive load balancing.
C. Disable lower data rates on 802 .11G GHz radios.
D. Disable overlapping 802.11G channels.

Answer: A

QUESTION: 59
An engineer is deploying centralized wireless solution with a 5508 controller. What
is the most AP licenses that can be supported?

A. 100
B. 250
C. 1000
D. 500

Answer: D

Explanation:
You can order Cisco 5500 Series Controllers with support for 12, 25, 50, 100, 250
or 500 APs as the controller's base capacity. You can add additional AP capacity
through capacity adder licenses available at 25, 50, 100 and 250 AP capacities. You
can add the capacity adder licenses to any base license in any combination to arrive
at the maximum capacity of 500 APs.
Reference:
http://www.cisco.com/c/en/us/support/docs/wireless/5500-series-wirelesscontrollers/112926-5508wlc-license.html

QUESTION: 60
An engineer is preparing for an outdoor wireless survey to mesh connect a distant
remote building to a connected building. Which two types of antennas are
appropriate for this application? (Choose two.)

A. circular polarized
B. patch
C. dish
D. Yagi
E. omni

Answer: C, D
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