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QUESTION: 147 
When you are about to configure VTP, which two characteristics should you keep in 
mind? (Choose two) 

A. A VTP password must be configured on all switches 
B. VTP should be set to server mode 
C. The server mode cannot delete VLANs 
D. VTP can run only version 1 
E. The VTP domain is restricted to building switch blocks 
F. Switches in a VTP domain can run different VTP versions 

Answer:  A, E 

QUESTION: 148 
Which port-sales SMART Design documents are available to help you better serve 
your customers? (Choose three) 

A. Design Guide 
B. Small Business Product Guide 
C. Implementation Guide 
D. Solution Profile 
E. Cisco Configuration Assistant 
F. Application Notes 

Answer:  A, C, F 

QUESTION: 149 
When offering the Cisco Aironet 1200 and 1300 Series Access Points, which two 
characteristic should you focus on? (Choose two) 

A. limitation of antenna usage  
B. wireless LAN infrastructure 
C. configuration options 
D. companion switch solutions 
E. functionality of the RF signals 

Answer:  A, E 
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QUESTION: 150 
You need to address issues of bandwidth contention and consumption across a trunk 
link and on VLAN 1. What should you do? 

A. Deny any single, range, or group of VLANs to traverse the trunk link 
B. Permit only those VLANs that are required for Layer 2 access and connectivity to 
traverse the trunk link 
C. Permit any single, range, or group of VLANs to traverse the trunk link 
D. Permit any number of VLANs to traverse the trunk link 

Answer:  A 
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