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C. Wash the post with mild detergent. 
D. Replace the affected intercell connector. 

Answer: A, D 

QUESTION: 68 
Which is correct when performing a routine maintenance on the Intelligent Peripheral Equipment 
(IPE)? (Choose two) 

A.   Change the air filters once a year. 
B.   Check and clean the air filters once a month. 
C. Check and change the air filters once a month. 
D. Power down the system and follow procedure for replacing the air filters. 

Answer: A, B 

QUESTION: 69 
The disk-drive unit (DDU) is generating excessive errors on a particular volume. From the DDU 
level of the IOC, the volume status is and The disk-drive unit (DDU) is generating excessive 
errors on a particular volume. From the DDU level of the IOC, the volume status is pen and ead-
only and the system cannot process the space file. After following the correct procedures, you 
access the disk-allocation (DSKALLOC) utility for that specific DDU from the CI level. What 
command sequence should you use to regain access to this volume? 

A.   display;reinit vol_name;update;display;quit 
B.   display;reinit vol_name;add vol_name num_blks;update;quit 
C. display;delete vol_name;diradd vol_name;update;display;quit 
D. display;dirdel vol_name;add vol_name num_blks;diradd vol_name;update;display;quit 

Answer: A 

QUESTION: 70
 
Identify steps you should complete during a power plant check. (Choose two)
 

A. Check the air conditioning in the plant room. 
B.   Make sure the fuse alarms are functioning properly. 
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C. Rotate the in-service fuses with those in the spares rack. 
D. Check that the power-plant voltage is within the proper range. 

Answer: B, D 

QUESTION: 71
 
Which is true of Remote Line Concentrating Module (LCM) routine exercise tests (REX)?
 

A.  No more than two can run at the same time. 
B.   LCM REX testing is controlled by the CPU in LCM0. 
C. LCMCOV REX verifies the power converter and the ringing generator. 
D. If the RLCM is equipped with emergency stand-alone (ESA) capability, the RLCM performs 
a REX and ESA REX test. 

Answer: C 

QUESTION: 72 
You are replacing an alarm card in the FSP of a digital trunk equipment frame which houses two 
digital trunk controllers (DTC). There are two alarms: an ISTB alarm on the PM and an FSP 
alarm for the frame. What should you do next? 

A.  Busy out the PM unit that is ISTB. 
B.   Turn off the circuit breaker that this card controls. 
C. Turn off each power converter assigned to this card. 
D. Note the FSP information for shelves controlled by this card. 

Answer: D 
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