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QUESTION: 224
 
How would you stop a configuration upload from happening?
 

A. cancel configuration upload 
B. configuration upload cancel 
C. delete configuration upload 
D. delete configuration upload 

Answer: D 

QUESTION: 225 
You are connected to Vista through the default VLAN (10.0.0.1). You have created 
VLAN backbone through Vista. After configuring its IP address (20.0.0.2) you are no 
longer able to connect to the switch through Vista. You realize this happened because 
you forgot to click on the __________ button before proceeding. 

Answer: get 

QUESTION: 226
 
Name one of the two user authentication protocols supported by ExtremeWare.
 

A. Kerberos 
B. NAS 
C. RADIUS 
D. TACACS+ 

Answer: CD 

QUESTION: 227 
ExtremeWare will auto-complete a command with the following keystroke 

A. Space bar 
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B. Escape key 
C. Tab key 
D. None of these 

Answer: C 

QUESTION: 228 
A user account can be configured for SSH2 access with the following command config 
account user encrypted 

A. True 
B. False 

Answer: B 

QUESTION: 229 
ExtremeWare can automatically upload the active configuration via FTP. 

A. True 
B. False 

Answer: B 

QUESTION: 230 
Autonegotiation is enabled by default on all ports. 

A. True 
B. False 

Answer: A 

QUESTION: 231 
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An 802.1Q tag is a shim inserted between the source and destination MAC addresses. 

A. True 
B. False 

Answer: B 

QUESTION: 232 
When enabling load sharing in an Extreme switch, only a single switch must be 
configured. The switches will auto-negotiate the port sharing settings via the EDP 
protocol. 

A. True 
B. False 

Answer: B 

QUESTION: 233 
A MAC address may not be present in more than one VLAN. 

A. True 
B. False 

Answer: B 

QUESTION: 234 
Up to this number of VLANs can be tagged on a single link between Extreme Networks 
switches. 

Answer: 3000 

QUESTION: 235 
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Extreme switches learn source MAC addresses and perform bridging based on the 
destination MAC address of incoming Ethernet frames. 

A. True 
B. False 

Answer: A 

QUESTION: 236
 
An Ethernet broadcast domain is equivalent to a __________ within the switch.
 

Answer: VLAN 

QUESTION: 237 
The Spanning Tree Protocol is designed to 

A. Calculate the shortest path route to a destination network. 
B. Calculate the topology of a network for the RIP protocol. 
C. Prevent bridging loops in a layer-2 network. 
D. Better utilize multiple paths between VLANs. 

Answer: C 

QUESTION: 238
 
In spanning tree, the designated bridge is the switch with the ___________.
 

A. least-cost path to the root bridge 
B. highest bridge priority 
C. lowest port cost on all ports 
D. None of these 

Answer: A 
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QUESTION: 239 
If a switch's root bridge and bridge ID are the same, it is 

A. Not participating in spanning tree. 
B. Directly adjacent to the root bridge. 
C. The root bridge. 
D. None of these. 

Answer: C 

QUESTION: 240
 
In unicast IP routing, all forwarding decisions are based on the ______ of each packet.
 

A. destination MAC address 
B. source IP address 
C. source MAC address 
D. destination IP address 

Answer: D 

QUESTION: 241 
Before ExtremeWare will route packets between VLANs, the following must be 
configured 

A. A valid IP address in each appropriate VLAN. 
B. IP forwarding must be enabled on each VLAN. 
C. Ports must be added to participating VLANs. 
D. All of these. 

Answer: D 
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