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Answer: D, E 

QUESTION: 141 
You are accessing a factory-configured GbEc2 Ethernet Blade Switch using a console 
connection through the console port. Your attempts to log in using the operator user 
name and blank password fail. Why? 

A. The operator account is disabled. 
B. The operator account does not exist. 
C. The operator account password is operator. 
D. The operator account can be used only when connecting through the network. 

Answer: A 

QUESTION: 142 
What must you do to configure a factory-default GbE2c switch to use a static IP address 
for its management interface? 

A. Disable EBIPA. 
B. Disable BOOTP. 
C. Enable interface 256. 
D. Configure the switch through the console port. 

Answer: B 

QUESTION: 143 
What is the default configuration of the HP GbE2c Ethernet Blade Switch? (Select 
three.) 

A. The administrator password is blank. 
B. Crosslink ports 17 and 18 are enabled. 
C. Crosslink ports 17 and 18 are disabled. 
D. All uplink and downlink ports are enabled. 
E. Port 19 to the Onboard Administrator is enabled. 
F. All downlink ports are enabled and all uplink ports are disabled. 

Answer: C, D, E 

QUESTION: 144 
How can you access the Browser-Based Interface (BBI) of the GbE2c switch? (Select 
two.) 

A. Using a remote connection directly to the switch IP address 
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B. Using the GbE2c Management Console link in the BladeSystem Manager GUI 
C. Using the Management Console link on the Onboard Administrator home page 
D. Using the http://192.168.0.1 address while connected through the enclosure service 
port 
E. Using the switch management interface IP address provided on the Enclosure-Based 
IP Addressing (EBIPA) page of the Onboard Administrator GUI 

Answer: A, C 

QUESTION: 145 
What is the default administrator account user name and password for the GbE2c 
Browser-Based Interface (BBI)? 

A. User name = admin, password = admin 
B. User name = admin, password = <blank> 
C. User name = administrator, password = admin 
D. User name = administrator, password = <blank> 

Answer: A 

QUESTION: 146
 
Which command shows any pending configuration changes for the GbE2c switch?
 

A. Diff 
B. Dump 
C. Show 
D. Config 

Answer: A 

QUESTION: 147 
Which Cisco Catalyst Blade Switch 3020 ports must be manually enabled for the 
crosslink communication to function between two switches installed in the horizontal 
bays of the c7000 enclosure? 

A. 7 and 8 
B. 17 and 18 
C. 19 and 21 
D. 23 and 24 

Answer: D 

QUESTION: 148 
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Which conditions must be met for the Cisco Catalyst Blade Switch 3020 to 
automatically receive an IP address for its fa0 interface from the Onboard 
Administrator? (Select three.) 

A. The switch VLAN 1 IP address must be assigned. 
B. The enclosure must be powered on when installing the switch. 
C. The basic Onboard Administrator configuration must be completed. 
D. One of the switch uplinks must be connected to a network with a DHCP server. 
E. A DHCP server must exist on the network accessible by the Onboard Administrator. 
F. The Mode button must be pressed and held immediately after installing the switch in 
the enclosure. 

Answer: B, C, E 

QUESTION: 149 
What is the maximum number of Virtual Connect - Ethernet modules that can be 
installed in the c7000 enclosure? 

A. 2 
B. 4 
C. 6 
D. 8 

Answer: D 

QUESTION: 150 
What is the maximum number of Virtual Connect - Fibre Channel modules that can be 
installed in the c7000 enclosure? 

A. 2 
B. 4 
C. 6 
D. 8 

Answer: C 

QUESTION: 151
 
What is a supported configuration for Virtual Connect in the c7000 enclosure?
 

A. Interconnect bay 1: HP 1/10Gb VC-Enet ModuleInterconnect bay 2: HP 1/10Gb VC-
Ene ModuleInterconnect bay 3: HP 4Gb VC-FC ModuleInterconnect bay 4: <blank> 
B. Interconnect bay 1: HP 1/10Gb VC-Enet ModuleInterconnect bay 2: HP 1/10Gb VC-
Enet ModuleInterconnect bay 3: HP 4Gb VC-FC ModuleInterconnect bay 4: Brocade 
4Gb SAN Switch 
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1/10Gb VC-Enet Module 

Answer: A 

C. Interconnect bay 1: HP 1/10Gb VC-Enet ModuleInterconnect bay 2: HP GbE2c 
Layer 2/3 Switch 
D. Interconnect bay 1: HP GbE2c Layer 2/3 SwitchInterconnect bay 2: HP GbE2c Layer 
2/3 SwitchInterconnect bay 3: HP 
1/10Gb VC-Enet ModuleInterconnect bay 4: HP 1/10Gb VC-Enet Module 
E. Interconnect bay 1: HP 1Gb Ethernet Pass-Thru ModuleInterconnect bay 2: HP 
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