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What are the minimum configuration steps required to implement the ProCurve DHCP 
Snooping feature on a switch? (Select three.) 

A. Enable it globally. 
B. Define trusted ports. 
C. Specify option 82 parameters. 
D. Activate it on one or more VI_ANs. 
E. Identify the DHCP server's IP address. 
F. Specify the server where the lease database is stored. 
G. Specify the maximum number of IP addresses per subnet allowed to be assigned by a 
DHCP server. 

Answer: A, B, D 

QUESTION: 128 
When configuring SSH on a ProCurve switch, which user authentication methods can 
be specified? (Select four.) 

A. 802.1X 
B. RADIUS 
C. Kerberos 
D. public key 
E. TACACS+ 
F. Web browser 
G. local user name and password 

Answer: B, D, E, G 

QUESTION: 129 
A Network Resource Access Rule in ProCurve Identity Driven Manager is most similar 
to which object? 

A. Access Policy Group 
B. Access Control Entry 
C. Remote Access Policy 
D. Network Dial-in Restrictions 
E. Authorized RADIUS Servers List 

Answer: B 

45



 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

QUESTION: 130 
You have configured Open VLAN mode for the 802.1X authenticator ports in your 
company's network. After a client connects to a port and the user is successfully 
authenticated, the port's membership is changed to untagged in one of the following 
VLANs. 
a Underlying VLAN configured for the port 
b VLAN from the user's RADIUS profile 
c Authorized VLAN 
What is the order of priority used to determine the VLAN?  

A. A B 
B. A C 
C. B A 
D. B C 
E. C A 
F. C B 

Answer: D 

QUESTION: 131 

What is a benefit of the ProCurve BPDU Protection feature? 


A. It eliminates the need for a topology change when a port's link status changes. 
B. It ignores received BPDUs and does not send its own BPDUs on designated ports. 
C. It protects the active spanning-tree topology by preventing spoofed BPDUs from 
entering the spanning-tree domain. 
D. It prevents a spanning-tree port from changing between various operational states 
during a broadcast storm or when a loop is detected. 

Answer: C 

QUESTION: 132 
You have configured a list of ports on a ProCurve switch for 802.1X port-access 
authentication. Which configuration step is required to complete the configuration? 

A. Configure the authorized VLAN identifier. 
B. Set the state of the ports to authorized for802.1X. 
C. Use the start-eapol command to enable 802.1X operations. 
D. Use theaaa port-access authenticator active command to activate the ports. 

Answer: D 
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