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Answer: B 

QUESTION: 90 
Which unique configuration characteristics does the E-MSM317 Access Device have? (Select 
two.) 

A. The MSM317 operates in controlled mode only. 
B. The MSM317 has a single b/g/n radio. 
C. The MSM317 four port LAN switch is linked to the pass-through port. 
D. The MSM317 LAN ports and wireless port are not active until a link is established with an 
MSM controller. 
E. The MSM317 pass-through port can be configured to be part of the four port LAN switch by 
the MSM controller.  

Answer: A, D 

QUESTION: 91 
The E-MSM760 and E-MSM765zl can be licensed to support a maximum of how many access 
points? 

A. 100 
B. 200 
C. 500 
D. 1000 

Answer: B 

QUESTION: 92 

What is the RF Manager's primary function?
 

A. RF statistical gathering and reporting 
B. Intrusion Detection System/Intrusion Protection System 
C. Centralized Management of WLAN networks that use ProCurve mobility devices 
D. WLAN networking performance reporting 

Answer: B 
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QUESTION: 93 
You are configuring roaming for an HP E-Series wireless solution that includes three HP E-
MSM controllers. Which configuration item on the controllers must be identical? 

A. SSID names 
B. wireless protection settings 
C. AP Group names 
D. Public Access settings 

Answer: A 

QUESTION: 94 
By default, every Mobility Controller is configured as the Primary Mobility Controller. After 
checking the Mobility Controller Discovery box on the Discovery screen, which unique address 
needs to be entered to indicate that this is not the primary controller? 

A. IP address of your device 
B. IP address of the primary controller 
C. MAC address of your device 
D. MAC address of the primary controller 

Answer: B 

QUESTION: 95 
You must configure an HP MSM AP to operate in autonomous mode. At default settings, how 
will an IP address be configured for the AP's Ethernet port? (Select two.) 

A. The AP will receive an address by DHCP from the nearest MSM AP. 
B. The AP will receive an address by DHCP from a server on the wired network. 
C. The administrator must configure an IP address while connected to the AP's serial port. 
D. The AP will use an address from the DHCP scope configured on its internal DHCP server. 
E. The AP will default to an address of 192.168.1.1/24. 

Answer: B, E 

QUESTION: 96 
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You decide to use the web management interface on an HP E-MSM760 Controller to perform a 
manual upgrade of the controller's software. In the management interface, which location must 
be specified as the source for the software file? 

A. TFTP server 
B. your workstation 
C. controller auxilary port 
D. your FTP server 

Answer: B 

QUESTION: 97 

Click the Exhibit button. 


What is the purpose of the wireless access controller configuration shown in the exhibit? 

A. To enable discovery of a specific HP A-WA2610 access point 
B. To enable automatic discovery of HP A-WA2610 access points. 
C. To create a management template for HP A-WA2610 access points. 
D. To convert automatically discovered HP A-WA2610 access points into configured access 
points. 

Answer: A 
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