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QUESTION: 47 

When setting up a wireless network utilizing portal authentication, which statements are true? 

(Select two.) 


A. Centralized forwarding must be enabled on the wireless service template.  
B. The network port of the access point must be a trunk port. 
C. Packets must be transferred to the access controller by the access point in an IPinIP tunnel. 
D. Local forwarding must be enabled on the wireless service template.  
E. Client authentication is performed directly at the access point.  

Answer: A, C 

QUESTION: 48 
In centralized forwarding mode, how are both control messages and client data traffic passed 
between the AC and AP? 

A. within CAPWAP tunnels 
B. within IPinIP LWAPP tunnels 
C. within IAPP packets 
D. within GRE tunnels 
E. within AES encrypted packets 

Answer: B 

QUESTION: 49 

Click the Exhibit button. 


A customer has successfully deployed a new 802.11n -only network alongside its legacy wireless 
network at its main offices. While monitoring client connections, a system administrator notices 
a few devices connecting to ap1 at 54 Mbps or slower. The administrator connects to ap1's 
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managing access controller and displays the access point (AP) configuration shown in the 
exhibit. Which feature should the administrator enable to further optimize the performance of the 
802.11n -only network? 

A. short guard interval 
B. frame aggregation  
C. channel bonding 
D. Greenfield mode 
E. spatial multiplexing 

Answer: D 

QUESTION: 50 
while configuring the A-WX5004 Access Controller to utilize 802.11n deployment, the onsite 
engineer disables WMM. Which problem will result because of this change? 

A. Wireless multicast media traffic, such as IPTV, will no longer fl ow to the wireless devices. 
B. The wireless network will no longer support 802.11n rates. 
C. SVP Wireless IP phones will not work. 
D. The 802.11b/g band will work but not the 802.11a band.  

Answer: B 
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