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A. reduced overhead when roaming between APs 
B. encrypted storage of WPA2 keys 
C. a special cache to speed up wireless traffic 
D. a password safe for WEP keys 

Answer: A 

QUESTION: 53 
Which features are provided by an MSM Mobility Controller that are not included in an MSM 
Access Controller? (Select two) 

A. Layer 3 Mobility 
B. WPA Opportunistic Key Caching 
C. Layer 2 Roaming 
D. Central Control of MSM APs 
E. VSCs 

Answer: A, D 

QUESTION: 54 

What is the default operating mode of an HP ProCurve MSM335 AP with factory default settings? 


A. DHCP Mode 
B. VSC Mode 
C. Autonomous Mode 
D. Controlled Mode 

Answer: C 

QUESTION: 55 

What does MIMO accomplish in the new 802.11n wireless standard? 


A. minimum interference with maximum output 
B. backward compatibility 
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C. minimum inflection with minimal oscillation 
D. multiple input and multiple output paths 

Answer: D 

QUESTION: 56 
How can you access the management interface of an HP ProCurve MSM AP at factory default 
settings? 

A. Use your web browser to connect to https://192.168.1.1. 
B. Configure a workstation to reside in the 192.168.1.0/24 network and accept a DHCP address 
from the AP 
C. Connect the MSM AP to aPoE port that is a tagged member of a VLAN properly configured for 
DHCP relay, and use your web browser to connect to http://192.168.1.1. 
D. Connect a workstation to the AP's bridge port using a DB9-to-RJ45 console cable. 

Answer: A 

QUESTION: 57 
The maximum of 15.4 watts of power that can be provided to a wireless access point is defined by 
which PoE standard? 

A. 802.11n 
B. 802.3af 
C. 802.11b 
D. 802.3at 

Answer: D 

QUESTION: 58 
You are the network administrator of a large ProCurve network with several different ProCurve 
switch models in the topology. You would like to implement a ProCurve MultiService Mobility 
network, and do not want to install standalone MSM controllers. Which HP ProCurve switches can 
support integrated MSM controller blades? 

A. 6600 and 6120XG 
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B. 4200vl and 4100gl 
C. 5400zl and 3500yl 
D. 6200yl and 6400cl 
E. 5400zl and 8200zl 

Answer: E 

QUESTION: 59 

You must configure an HP ProCurve MSM AP to support multiple VLANs for wireless traffic. 

Which configuration is required on the HP ProCurve 2610-24-PWR switch connected to the AP? 


A. The AP port must be configured for 802.1X authentication. 
B. The switch port connected to the AP must be associated with the APsMultiService Controller. 
C. The switch port connected to the AP must be defined as a member of each VLAN defined on 
the AP. 
D. The AP port must be configured to acquire VLAN membership from a RADIUS server. 

Answer: C 

QUESTION: 60 
Which feature enables users to roam between APs that are connected to different subnets without 
requiring special client software? 

A. Layer 3 Mobility 
B. WPA2 Opportunistic Key Caching 
C. Layer 2 Roaming 
D. 802.1X E . 802.1ln 

Answer: A 
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